
SkyView Microwave™ and Broadband 3D Engineering Software 

Improved Productivity – Backhaul Planning Efficiency and 

Accuracy 

Reduce Costs – of both Engineering and Initial CAPEX  

Software Functionality – Unprecedented flexibility of 

design, display and dissemination of results in 3D with 

Google Earth™ 

Develop Custom Applications – in Support of Your Buildout 

Projects 

Special Services –  4G Unwired can support special RF 

projects  

Unparalleled Technical Support – SkyView Software 

Development provides answers and immediate assistance 

to its clients 

 

SkyView aƛŎǊƻǿŀǾŜϰ provides 

system designers with the ability to 

complete complex path budget 

calculations for Microwave and 

Broadband Networks, then view and 

modify the results in 3D with a direct 

DƻƻƎƭŜ 9ŀǊǘƘϰ interface. 
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SkyView aƛŎǊƻǿŀǾŜϰ uses IEEE algorithms and produces 

industry standard accurate link budgets automatically while 

giving the designer the ability to view and analyze 3D site 

models, line of sight and Fresnel zone clearance relative to 

surrounding terrain. The software lends the ability to make 

immediate critical design changes and instantaneously view the 

resulting path budget, reliability calculations, Crane rain fade 

calculations and path profiles and print summaries on demand.  



Design radio paths from new proposed sites or existing 

site data which can easily be imported from several 

formats. 

Filter the paths based on design criteria and quickly 

make system design decisions ensuring the best paths 

are built keeping CAPEX to a minimum. 

Google Earth KMZ files created in SkyView Microwave 

can be emailed or shared via the web.  

Path Profiles use USGS terrain files which can be located 

on any server or local directory.  

Path profiles appear in the Google Earth information 

bubble at each site and are printable and include Path 

budget information. 

Import Assistant also allows commonly used file types to 

be saved as profiles so that a specific type of file can be 

imported with no manipulation after initially setting up 

the import profile the first time. 

SkyView Microwave™ and Broadband 3D Engineering Software  … 

developed to meet with our clients needs and requests.   

We believe it’s the best, most flexible tool of it’s kind currently available in the industry.  

For more Information 

SkyView Software Development, LLC 

551 S. Apollo Blvd., Suite 207 

Melbourne, FL 32901 

(321) 726 – 4183 

www.SkyView3DSoftware.com 
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Design Criteria Filter - set design criteria for candidate 

(or existing) sites that will be clearly flagged where paths 

exceed the set criteria.  

Add Obstructions to Path Profiles - easily  add 

obstructions such as trees, buildings and towers. 

Rain Attenuation and Path Reliability calculations based 

on Crane methodology 

Design Criteria Filter -Pass/Fail filter on Path Distance, 

Minimum Fresnel Clearance, Free Space Loss, Receive 

Signal Threshold and Path Reliability Percentage. 

One to Many Candidate Analysis (Single site creating 

paths to many candidates) can easily be accomplished 

using the Import Assistant with Design Criteria Filter. 


